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ATTENTION
THIS CHART CONTAINS MAXIMUM ELEVATION FIGURES (MEF)

The Maximum Elevation Figures shown in auadnngles bounded by ticked lines of
latitude and longitude are represented in THOUSANDS and HUNDREDS of feet above
mean sea level. The MEF is hased on inf labl g the highest
known feature in each quadrangle, including terrain and obstructions (trees, towers,
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Boundary Representation is Not Necessarily Authoritative
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THE DATUM AND ELLIPSOID FOR THIS AREA HAVE CHANGED FOR ADJACENT
AND OVERLAPPING SHEETS, THERE ARE NO SIGNIFICANT CHANGES IN GRID
OR GEOGRAPHIC VALUES AT THIS SCALE.
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See Bodyof Map
Example: AB1234
‘GRID Z0NE DESIGNATION VWHEN RE THE GRID 20NE REAIN
'WHICH THE POINT LIES, PREFIX THE GRID ZONE DESIGNATION
Exampie 37RAB1234

CONVERSION FROM UTM GRID, WORLD GEODETIC SYSTEM SPHEROID, WORLD GEODETIC SYSTEM
DATUM TO UTM GRID, INTERNATIONAL SPHEROID, EUROPEAN DATUM IS (+13 METERS) EASTING
AND (+ 176 METERS) NORTHING.
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CONTOUR INTERVAL APPROXIMATELY 165 FEET

BLUE NUMBERED LINES INDICATE THE 10,000 METER TRANSVERSE MERCATOR GRID, ZONE 37, WORLD GEODETIC SYSTEM ELLIPSOID

USERS SHOULD REFER CORRECTIONS, ADDITIONS, AND COMMENTS TO THE NIMA
OPERATIONAL HELP DESK: 1-800-455-0899; COMMERCIAL 314-263-4864; DSN 693-4864;
OR WRITE TO: DIRECTOR, NATIONAL IMAGERY AND MAPPING AGENCY, ATTN.: ES,
MAIL STOP L-88 , 4600 SANGAMORE ROAD, BETHESDA, MD 20816-5003.

(UK Users): Directorate of Military Survey. Ministry of Defence, Elmwood Avenue, Feltham, Middlesex, England TW13 7AE.
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RELIABILITY OF THIS GRAPHIC

(as determined by standard practices)

PLOTTINGACCURACY | AREA | AREA
90% ASSURANCE ! I
within | within
Horizontal 5871t. | 587ft.
Contours 105t | 1051t
 Contours
DATE OF INFORMATION
- AREA | | AREA Il
Man-made features 1987 | 1989
Contours 1988 1988
All other features 1988 | 1988

caution.

Road classification should be referred to with

Horizontal D World Geodetic S

Vertical Datum: Mean Sea Leve!
T M Project

Datum Conversion from WGS Datum to European
Datum is +4”.3 Latitude and +0~.3 Longitude.

Lithographed by DMAAC 11-94

Reprinted By NIMA 2-03
NOTES

Powerlines are shown except within populated place tints.
Other obstructions are shown, if they are 200 feet or more
ahove ground level. See caution note.

On this graphic, a lane is considered as being 8 feet (25
meters) in width.

ALIGNMENT OF ALL BOUNDARIES ARE APPROXIMATE.
Road classification should be referred to with caution.
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